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A-A-52094B TYPE I AND II
LONG STAPLE, SPUN COTTON SEWING THREAD



A&E’s A-A-52094B Type I and II is a 100% long staple, spun cotton sewing thread, twisted and finished for 
optimum sewing performance on manual and automatic multidirectional sewing machines. Ideal for 
applications in which a high strength, natural fiber is required, this thread is an excellent choice for 
garment overdyeing.

These A&E products meet U.S. government A-A-52094B Type I and II specifications and are Berry 
Amendment compliant. A-A-52094B government specification replaced A-A-52094A within all federal 
agencies.

GOOD TENSILE STRENGTH WILL NOT MELT EXCELLENT FOR OVERDYE

This ring spun cotton thread 
provides higher tensile strength 
versus short staple cotton thread 
products of the same type and 
size.

This long staple cotton thread 
will not melt and is unaffected 
by needle heat or pressing, due 
to its natural fiber type.

An ideal product for garment 
overdye, this thread has very 
good colorfastness.
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A-A-52094B TYPE I AND II
LONG STAPLE, SPUN COTTON SEWING THREAD

TYPE I – SOFT

TYPE II – GLAZED



ECO•DRIVEN®
A&E’s Eco-Driven mark is a symbol of our commitment to sustainability and continued investment in 
innovative technologies that help reduce our global operations environmental footprint. Under Elevate 
Textiles, A&E and all supporting brands contribute to unified commitments of responsibly sourced 
fibers, reduced water consumption, and reduced greenhouse gas targets.

WHY CHOOSE A&E?
QUALITY THREAD PRODUCTS SINCE 1891 ― A&E is the world’s foremost manufacturer and distributor of 
premium quality industrial and consumer sewing thread, embroidery thread and technical textiles. We 
provide our customers with the finest products and services, at the highest quality, delivered globally. 
Our steadfast commitment to superior quality and customer service make A&E the preferred thread 
supplier. Learn more on A&E’s corporate social responsibility and environmental sustainability 
initiatives, comprehensive product offerings, and global locations at WWW.AMEFIRD.COM.

PRODUCT INFORMATION*
Application Size Min. Strength Yield (Yards per lb.)

Tex Tkt. Ply lbs. kgs. Minimum Maximum

Light Weight 21 140 2 1.0 .45 23,000 28,750
27 90 2 .9 .41 17,946 21,840

Medium Weight 30 80 2 1.2 .54 14,173 16,535
30 80 3 1.5 .68 14,173 16,535
40 75 3 1.8 .82 11,023 12,400
50 60 3 2.2 1.0 8,267 9,920
60 50 3 3.0 1.36 7,087 8,266

Heavy Weight 80 36 4 3.8 1.72 5,512 6,200
90 30 4 4.5 2.04 4,725 5,511
105 27 4 5.3 2.4 4,134 4,724
150 20 4 6.8 3.08 3,307 3,674

Extra Heavy Weight 180 10 3 6.5 2.95 2,502 2,815
210 10 3 7.0 3.18 2,001 2,250
210 8 4 9.5 4.31 1,901 2,500
240 9 4 10.0 4.5 1,931 2,060
270 8 4 11.0 4.99 1,501 2,000

*Technical specifications for this product are per U.S. government required values. Physical characteristics of A&E thread products meet 
or exceed these specifications in these areas. Final determination of suitability is the sole responsibility of the user.
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