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A-A-59963 TYPE I THROUGH V
TWISTED MULTIFILAMENT, MONOCORD, AND AIR-ENTANGLED 
POLYESTER SEWING THREADS

TYPE I
Twisted, Soft, Multiple  Cord

CLASS I
Normal Elongation

SUBCLASS A
General Purpose

TYPE II 
Twisted, Bonded, Multiple  Cord

CLASS II
Deleted

SUBCLASS B
Non-Wicking Finish

TYPE III
Bonded, Monocord

CLASS III
Heat Stable | Low Shrinkage

SUBCLASS C
No Finish

TYPE IV
Soft, Air-Entangled

TYPE V
Bonded, Air-Entangled

A&E‘s A-A-59963 is available in five types. These A&E products meet U.S. government A-A-59963 Type I 
through V specifications and are Berry Amendment compliant. A-A-59963 government spec replaced MIL-
DTL-32072 for all federal agencies. See the chart above for available product by classification.

UV RESISTANCE EXCELLENT SEWING PERFORMANCE VERY GOOD COLORFASTNESS

Type I and II deliver better 
resistance to ultraviolet light 
exposure over traditional nylon 
and polyamide sewing threads.

These thread types are 
engineered to provide good 
overall seam strength, good 
abrasion resistance, and an 
excellent sewing performance. 
Type II and V boast excellent ply 
security with a consistent 
diameter and low moisture 
regain.

All thread types display good 
colorfastness with good color 
resistance and are available in a 
range of popular colors.



WHY CHOOSE A&E?
QUALITY THREAD PRODUCTS SINCE 1891 ― A&E is the world’s foremost manufacturer and distributor of 
premium quality industrial and consumer sewing thread, embroidery thread and technical textiles. We 
provide our customers with the finest products and services, at the highest quality, delivered globally. 
Learn more at WWW.AMEFIRD.COM.

A-A-59963 TYPE I THROUGH V
TWISTED MULTIFILAMENT, MONOCORD, AND AIR-ENTANGLED 
POLYESTER SEWING THREADS

PRODUCT INFORMATION* — TYPE I, II, AND III
Application Size Minimum Strength Elongation

% MaximumTex Govt. Ply lbs.
Type I / II Type III Type I Type II Type III Type I / II / III

Light Weight 16 00 2 1 1.4 1.5 1.4 20
21 — 24 A 2 1 2.0 2.3 2.6 20
30 — 35 AA 2 or 3 1 3.0 3.0 3.0 20

Medium Weight 45 — 50 B 2 or 3 1 4.3 4.5 5.3 20
70 E 2 or 3 1 8.0 8.0 8.0 20

Heavy Weight 90 F 2, 3, or 4 1 10.6 10.6 10.6 20
135 — 150 FF 2, 3, or 4 1 16 16 16 20

Extra Heavy 
Weight

210 3 2, 3, or 4 1 24 24 24 22
270 — 300 4 2, 3, or 4 1 32 34 32 22
350 5 2, 3, or 4 1 40 42 40 22
400 — 450 6 3 1 48 48 48 28
500 7 3 1 54 54 54 28
600 8 3 or 5 1 60 60 60 28
700 10 3, 5, or 6 1 70 70 70 28

PRODUCT INFORMATION* — TYPE IV AND V
Application Size Minimum Strength Elongation 

% MaximumTex Ply lbs.

Light Weight 16 1 1.0 26
21 1 1.4 26
24 1 1.6 26
27 1 1.8 26
30 1 2.0 26

Medium Weight 40 1 2.8 26
50 1 3.6 26
60 1 4.3 26
80 1 5.4 26

Heavy Weight 90 1 5.9 26
105 1 6.9 26

*Technical specifications for this product are per U.S. government required values. Physical characteristics of A&E thread products meet 
or exceed these specifications in these areas. Final determination of suitability is the sole responsibility of the user.



A-A-59963 TYPE I THROUGH V
TWISTED MULTIFILAMENT, MONOCORD, AND AIR-ENTANGLED

POLYESTER SEWING THREADS

02.25


	Slide Number 1
	Slide Number 2
	Slide Number 3
	Slide Number 4

